


Federchemicals is a leader in that important trade sector which deals in water and oil-
repellent, stain proof and antique effect treatment products, and which is able to offer
you ANTIQUE MARBRE which when used enhances the natural hues of the various
materials, the warm opacity of which, together with thée’silken reflections, appears like
a precious remnant of a polished surface worn by time." :
Federchemicals guarantees the help of technology and the products explaining how
ANTIQUE MARBRE should be used: : A

HOW TO USE: ' '

As it does not form a film it should be spread on dry, clean, dust and grease free
surfaces using a pad or a short-haired brush (provided it resists solvents) or by
rubbing gently and evenly for a long time with a piece of clean cotton cloth so that it |
penetrates and does not dry on the surface. :

ANTIQUE MARBRE can be applied in the workshop or on the productien line or on
already laid surfaces whether interior or exterior.
To get the antique effect on the surfaces apply only ene coat.

To get the wet look effect on tAe surfaces apply .two coats. i

To get the slightly polished, silken finish effect which underlines the beauty and
warmth of your surfaces run a polishing, machine. or a single-brush machine
mounting a soft felt disk across the surface at about 300-350 rpm,-after-about 8 to 12
hours from treatment and weather  conditions permitting.

For routine maintenance wash the surface using a neutral détergent such as: Pine
scented Detergon R3, or-apple scented Achyter.

As regards maintenance (only if strictly necessary) we advise you to apply a thin,
uniform layer of ANTIQUE MARBRE again using a cloth.
ANTIQUE MARBRE HD62 for external usef; will be supplied on request.

WARNING: ; -

Solvent compound, use with due caution. Ventilate the working area during use. Do
not smoke. Keep away from flames and sparks. Keep out of the reach of children. Do
not dispose of product down the sewer. Do not litter the environment after use.

; PHYSICAL-CHEMICAL DATA
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State liquid
Colour pale yellow
Odour solvent-like
pH unspecified
Melting pH -84° C (119.2° F)
Boiling point 77° C (170.6° F) ,
Flash point untested, but ethyl acetate: - 4° C (24.8° F)
Threshold exposure 1.8% of volume, with maximum possible exposure at 10% of volume
% Aired vapor

pressure 100 mm Hg at 7.7° C ( 45.8° F)
vapour

density 3.04, with air=1
density 0.821
Fire point 427° C (200.6° F)
Solubility partly soluble in water
Molecular weight mixture of substances with different molecular weight
Stability 12 months (in the original closed container)
TOXICOLOGICAL SPECIFICATIONS| TVL 1000 ppm

DL 50 oral TWA
Customs duty class 38140090
Transport RID/ADR Class 3.5° IMDG: Code: 3,1
CT/FS: Category 8.5°

Labelling R11 $9/16-33 Flame symbol

For further information and enquiries concerning more complex operations please contact us at the following address: CUSTOM SERVICE
FEDERCHEMICALS s.r.l. - Palazzo Glendale - Via Oberdan, 24 - angolo Via G. Borsi, 2 - Tel. 0039.030.3385578 r.a. - Tel. and Fax 0039.030.3385580
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The indications put forward on product speg'iifi:cations and instructions for use are the results of scientific investigation,
accurate laboratory research and field expe‘pi;enqe. However as it is not possible to indicate other evidence, when
the products are used these indications are 'hg’gid,nbe-c)"g)’nsidergd as adamant nor do they imply liability on our part

®Copyright-Registered Trade Mark-Reproduction, even';i“f"partial, of Trade Mark, Drawings, Text and Brand Names is forbidden.
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Permission to reproduce the floor tile on the cover was kindly given by Sicis Internetional -Ravenna-Italy.

Federchemicals:.

BUILDING MATERIALS DEPARTMENT

: 25128 BRESCIA - Ital;
Head office: Palazzo Glendale - Via Oberdan, 24 - angolo Via G. Barsi, 2
Tel. 0039.030.3385578 r.a. - Tel. and Fax 0039.030.3385580
internet: www.federchemicals.it - www.federchemicals.com - e-mail; info@federchemicals.it
Plant: Capriano del Colle (Loc. Fenili Belasi) - Brescia - Italy





